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15. Is drawing/sample of your cable available.   
      Yes           No   If yes, may we have a sample?          Yes       No

14. Other required proper�es?

5. Cable Flexibility:
       Solid Conductor
       Medium Flexibility 
       Very Flexible

12. Does your cable require oil and 
chemical resistance?             Yes                  No  

7. Environment: 
       Outdoors             Indoors               Radia�on
       Submersible Water           Under Sea Water

8. RFI/EMI Shielding Required?           Yes          No

4. Copper Coa�ng:         Bare                 Tinned

1. What is your applica�on?

CUSTOM CABLE DESCRIPTION

Choose from one of the following Cable Configura�ons A, B or C

Name:
Company:
Email:

Phone:
Fax:
Date:

Custom Cable Manufacturing Request Form 

13. Abrasion Resistant:
       Yes                  No  

10. Flame Resistant:
       Yes                  No  

2. Standard Required:             UL              CSA            SAE
     Military:
     Other:  

11. Halogen Free - Low Toxic / Low Smoke Required:
       Yes             No

3. Amperage:    Voltage:

9. Diameter Size:
       Does not ma�er        Minimum:  Maximum: 

A. Single Conductor Custom Cable:
Conductor AWG Size:                  
Conductor Color:
Jacket Color:

C. Multi-Conductors - Different Sizes of Conductors (Composite Cable):
Gauge:            No. of Conductors:            Colors:
Gauge:            No. of Conductors:            Colors:
Gauge:            No. of Conductors:            Colors:
Jacket Color: 

6. Temperature Range: 
      Not Cri�cal                 High:     Low: 

16. Es�mated Quan�ty 
Monthly: 
Yearly:

17. Name of your Philatron contact (if available): 

B. Multi-Conductors Custom Cable - 
(Same Size Conductors:)
Conductor AWG Size:         No. of Conductors:
Conductor Colors:
Jacket Color:

Please FAX or EMAIL this COMPLETED form to PHILATRON Fax: (562) 921 5770 Email: contactusnow@philatron.com
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